




















Key Features

.

3.5" LCD touchscreen

Supports video/audio 1/0

Up to 1080p video recording
Up to 13MP built-in HD camera

Supports external camera

Supports up to 32GB Micro SD card
Supports 36/46/Bluetooth/Wi-Fi
connection, GPS, G-sensor
2000mAh embedded battery

IPGB6 rated protection

Fingerprint identification

Physical Interfaces of DS-6102HLI-T
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Menu

Home page
Return

Record
Fingerprint area
Headset interface
Micro HOMI port
PTT

Audio+, Audio-

10. Power supply
11.USB interface

Order Models
DS-6102HLI-T

12. Power

13.Alarm

14. Capture

15. External camera
interface

16. External antenna

interface
17.Camera
18. Extension base
interface

HIKVISION

DS-6102HLI-T

Portable Video Recorder

Performance
Operating system
CPU

RAM

ROM

Video/Audio input
Video input

Audio input
Video/Audio output
LCD

Audio output
Video/Audio output

Android 4.1.2

cortex-A9 Bual-Core 1.2 G Hz

1G6B

326GB

2-ch, built-in HD camera and HD external video input (optional

Host MIC, Wired MIC, Bluetooth headset

WVGA (800*480], 3.5"

Wired or Bluetooth headset; Speaker

Micro HDMI

Encoding/Decoding Parameters

Video compression

H.264

Encoding resolution
Decoding performance
Capture

Built-in HD camera
External camera
Storage (optional)
Type

Capability

Ul

Touch screen
Button

Network

36/4G mobile networks

Bluetooth

WIFI

External interface
Headset interface
Mini USB interface

External camera interface

External antenna interface

Extension base

General

Fingerprint identification

SD-KEY

Digital certificate
Electronic compass
GPS

For both built-in camera and external camera: 1080P / 720P / D1 / VGA / QVGA.

1080P, 25fps

1-ch, 13 Megapixels (4208*3120)

1-ch, 2 Megapixels (1600*1200)

Micro SD (TF) Card

Max. 32GB

Capacitive Touch screen

Power on/off, Menu, Home page, Return, Record, Alarm, Capture, Audio+/Audio-, PTT

FDD-LTE/WCDMA;

BT V4.0

802.11a/b/g/n [2.46/5.86)

1, for the wired headset

1, USB2.0

1, install the external camera if needed.
1, install the external 3G/4G antenna when the 36 slave SIM card/46G SIM card is used.
Provide serial port, USB, RJ45

Support
.Suppom
.Suppom
.Suppom

Built-in

Sensor

Flash light

Battery

Protection level
Standby time
Service time
Working condition
Dimensions (H*W*D)

Weight

G-sensor, Temperature sensor

High Brightness LED

7.4V/2000mAh

IP66, 1.5 meters of fall protection

60h

>4 hours

Temperature:-10  +50 ; humidity:10% 90%

[147.5*7130mm
3829 (with the battery)
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Key Features

+ Intuitive GUI

+ Seamless integration with access control,

POS, building management, etc.
+ Free DDNS and customizable service
+ Multiple storage and database solutions
+ Accessible ownership cost
+ ANPR management module
+ Business intelligence module

+ Mobile management module

MOBILE

IVMS-5200 Professional

Video Management Platform

CMS

Number of Connected Channels per System

Number of Connected Encoding Devices or Mabile Video '

Recorders per System
Number of Connected Mabile Terminals per System

Number of Connected Alarm Inputs per System
Number of Connected Alarm Outputs per System
Control Client plus Parking System Control Software
Web Clients per System

Mabile Clients per System

Web Managers per System

Number of Users

Number of Roles

User Permission Levels

Number of Storage Servers per System

Number of Stream Media Server per System

POS Systems Access

Number of parking lots

Number of entrance § exit

Performance Specification

Maximum2048

Maximum1024

Maximume4

Maximum2048

Maximum2048

Maximum100

Maximum16

Maximum64

Unlimited

Unlimited

Maximum64

Maximum100

Maximum32

Unlimited

Maximum100

Maximum?20

Maximum100

Saving time of Passing Vehicle Info.

Number of Blacklist and Whitelist

Number of Entrance § Exit for Each Parking Lot
Number of Cameras for Video Wall Client
Storage Server

Number of Cameras per Storage Serverm

Video Storage Efficiency

Picture Storage Efficiency

Storage Space of Single Storage Server

Stream Media Server

Video Input Bandwidth per Stream Media Server
Video Output Bandwidth per Stream Media Server

Maximun6 months

Maximun5000

Maximunl10

Maximun2048

Performance Specification

Maximume4

Maximum128Mbps

Maximum10 pictures per second

Maximum100TB, Minimum 100GB
Performance Specification

Maximum200 x2Mbps

Maximum200x2Mbps



HIKVISION

ACCESSORIES

ACCESSORIES FOR MOBILE RECORDER

DS-1300HMI
7-inch LCD Monitor

DS-1350HM
Voice intercom unit

DS-1530HMI
Alarm button

WD10SPCX
WD 2.5" 1TB HDD

ACCESSORIES FOR PVR

DS-MH1031-BT-HD1080
External camera

DS-MH1031-JZ-HD1080
External camera

DS-MH1031-NK-HD1080
External camera

MOBILE



