
 

            

 

 
DS-MCC216 
Nameplate Camera (with Screen) 

 

 

 

 

 

  

 
 With low power consumption, 2.13" electronic ink screen provides clear display effect in daytime and manual configuration 

of the digital nameplate information. 
 Light and small. Approx. 52 g (0.1 lb., without back plate) and comfortable to wear. 
 Battery life for record is no less than 11 hours. 
 Supports Wi-Fi connection. Supports live view and control via the application of mobile phone. 
 Wear with the magnet or pin. 
 Data loss prevention function: If the battery is low when recording, the device will automatically save the recorded data 

before shutting down.  
 

 

 



 

            

 
 Specification 
Camera 

Image Sensor 1/2.9" progressive scan CMOS 

Max. Resolution 1600 × 1200 

Lens 

FOV 

Horizontal FOV: 91° 

Vertical FOV: 74° 

Diagonal FOV: 115° 

Video 

Video Compression H.264 / H.265 

Main Stream 50 Hz: 25 fps (1600 × 1200, 1280 × 960, 640 × 480) 

Screen 

Screen Size 2.13" electronic ink screen 

Resolution 250 × 122 

Storage 

Capacity 32 GB EMMC or 64 GB EMMC 

Wireless Network 

Wi-Fi Protocol  802.11b/g/n 

Interface 

Indicator Recording indicator, Wi-Fi indicator 

Button On/Off button, Wi-Fi button 

General 

Operating System Linux 

Operating Condition 
Temperature: -20 °C to +55 °C (-4 °F to +131 °F) 

Humidity: 90% or less (non-condensing) 

Dimension 81 mm × 32.4 mm × 10.95 mm (3.2" × 1.3" × 0.4") 

Weight 52 g (0.1 lb., without back plate) 

Installation Method Wear with the magnet or pin 

MIC Supported 

Matched Software 
Supports parameter settings, time sync, file downloading, and remote live view. 

Supports to install Android, iOS, and Harmony OS. 

Battery 

Capacity 1550 mAh 

Battery Type Lithium-ion battery, undismountable 

Battery Life ＞ 11 hours (for record only in 20 °C) 

Charging Time ＜ 3 hours (in startup and shutdown status) 

Charging Method Type-C interface 

 

 

 

 Available Model 
DS-MCC216/32G/WIFI, DS-MCC216/64G/WIFI 



 

 

 


